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_All for dreams A New Era for
y Precision has Begun

FLEXUWAVE

Extremely compact, zero backlash, strain wave gear technology

WP SERIES - PARTS CONFIGURATION w C¢ - 35 - 50 - CN - ¥

‘ * Specifications:

Input shaft
diameter, etc.

Internal gear

Elastic bearing Code: CN, CF, SN, SNH, SNJ
(thin/deforming)

— Ratio: 50,80,100,120

— Size: 35,42 50 63 80

C: Component type

cam (elliptic) —— Type LSJ: fj”_‘ple unit type
. Unit type

Flex gear (thin/deforming)

— Model name: WP series

WP SERIES FAMILY

WPC SERIES WPU SERIES WPS SERIES WPU SERIES WPU SERIES

Component Sub-assembly ~ Complete Unit Assembly  Simple Contained Assembly  Complete Unit Assembly Complete Unit Assembly
Closed Housing Style Closed Housing Style Open Housing Style Open Housing Style Open Housing Style
(hollow shaft) (input shaft)

ER-P SERIES - PARTS CONFIGURATION ER P 025 G - 059 - A

\— Version

—— Ratio: 1/59, 1/89, 1/119

Reducer case with internal pin slots —— G: Grease Lubrication
Main bearing
| (@angular
Oil sealing ‘ ballbearing)
| —— Frame size: 025, 042, 080, 130
/ Bushing
— . Series
. . /_J J, = : v,--_' =
Carrier pin /i}; e 33\55: Eccentric

' | T ller bearing
High speed// / ro
Input shaft & 44— ///

support bearing Wheel

mﬁﬁfiﬂfl}f/ E5 & £ ER-P SERIES

(high speedshaft)

Output flange
(low speed shaft) :

Internal pin

Do not settle for the status quo, raise your expectations



