Artwork Guidelines

All Packaging Company is a 7/C Offset folding carton manufacturer with UV coating
capabilities. Before uploading your art please ensure our All Packaging die line file was
used to create artwork files.
Please note we require a customer signed, hard copy proof at press time, and generate
color managed certified proofs for all of our output files. Thank you for choosing All
Packaging Company.

We Support the Following Software

B B &
InDesign Xpress

*Preferred

Upload Site
Please use the following site to upload your art
http://portal.allpack.org/upload/index.php
Username: upload Password: apc14806

— Bleeds

* Bleeds are 3/16” extended beyond the cut edge.
Images ¢ Fonts ¢ Type ————

e Please outline all type
* Please send all Placed/Live images from the native applications.
* Gray scale or CMYK images must be 350 dpi at print size.
* Line art (Bitmap) must be 1200 dpi at print size.
* Minimum type size is 3 pts. Regular font.
e Minimum reverse type size is 4 pt. Bold font.
e Minimum line weight must be .25 pt.
* Minimum reverse line weight is .75 pts.

— Barcodes ¢ UPC ———

e Standard UPC-A Magnification 85%-115%
e No BWR (bar width reduction) needed

Art for foil ® Emboss & Deboss dies

e Minimum 6 pt. Medium type for foil.

e Minimum 1.5 pt. line weight for foil, 2 pts. for emboss/deboss.
* Please keep lines at least 2 pts. apart.

e Minimum 12 pt. Bold type for emboss/deboss.
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